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EXHAUST FAN SCRUBBING DIAGNOSIS SHEET
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#1 - (TURN OFF ALL POWER TO THE EXHAUST FAN AND REMOVE BELT). LOOSEN BOLTS ON LEFT SIDE POWER ASSEMBLY (#12)- MOVE FORWARD AND BACKWHILE SPINNING THE PULLEY. MOST OF THE TIME YOU WILL HERE THE SCRUBBING FREE UP AT A CERTAIN LOCATION. IF THIS DOES NOT WORK, TIGHTEN THAT SIDE BACK UP AND TRY THE RIGHT.IF THIS DOES NOT WORK, LOOSEN ALL FOUR AND SHIFT THE ENTIRE ASSEMBLY BACK AND FORTH WHILESTILL SPINNING THE PULLEY ON THE BLOWER SIDE. AGAIN, OF YOU HEAR IT CLEAR UP, HOLD IT AT THAT SPOT AND TIGHTEN THE BOLTS BACK UP. PUT YOUR BELT BACK ON, AND TEST THE FAN.    
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#2 - IF OPTION #1 DOES NOT WORK, YOU WILL LOOSEN THE BOLTS THAT HOLD W THE BEARINGS IN, (LOOSEN, DO NOT REMOVE THE BOLTS), AND MOVE THE BEARING AROUND. IT COULD HAVE BEEN SHAKENOFF ALIGNMENT. YOU CAN DO THIS WITH JUST THE TOP, JUST THE BOTTOM, OR BOTH BEARINGS AT THE SAME TIME. #3- THE LAST OPTION IS TO LOOSEN THE SET SCREWS THAT HOLD THAT SHAFT INTO THE BEARINGSAND THE WHEEL. (I WOULD NOT RECOMMEND GOING THIS FAR). THERE IS ONE SET SCREW PER BEARINGAND ONE SET SCREW AND ON THE WHEEL UNDERNEATH THE FAN. YOU WILL HAVE TO TAKE THE COVEROFF ON THE BOTTOM OF THE FAN. THIS MEANS YOU HAVE TO FLIP IT OVER AND DO SOME DISASSEMBLY.ONCE YOU HAVE LOOSEN THE SET SCREWS YOU CAN MOVE THE WHEEL UP AND DOWN TO FIND THE CORRECT PLACEMENT WHERE THE WHEEL IS FREE. 
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